
Limestone outcroppings (typ)

(3) Gro Low Sumac

18" Cont.

(49) 'Hidcote' Lavender

15" O.C.

(24) 'Hameln' Dwarf Fountain Grass

18" O.C.

Curb and gutter

(69) 'Blue Clips' Bellflower

10" O.C.

Annuals

Annuals

Lawn

(1) Musclewood

2.5" B&B

Sta.  13+84 to 14+67

(1) Musclewood

2.5" B&B

(1) Musclewood

2.5" B&B

(38) 'Hidcote' Lavender

15" O.C.

(118) 'Blue Clips' Bellflower

10" O.C.

(35) Stella de Oro Daylily

18" O.C.

(3) Ivory Silk Tree Lilac

2" B&B

(1) Green Mountain Sugar Maple

2.5" B&B

Limestone outcroppings (typ)

Lawn

Sta.  17+31 to 17+95

(1) Swamp White Oak

2.5" B&B

(1) Red Oak

2.5" B&B

(161) Vinca

9" O.C.

(92) Vinca

9" O.C.

(39) 'Hameln' Dwarf Fountain Grass

18" O.C.

Lawn

Lawn

Sta.  34+18 to 34+77

(1) Autumn Blaze Maple

2.5" B&B

(71) Vinca

9" O.C.

(209) Vinca

9" O.C.

(56) 'Hameln' Dwarf Fountain Grass

18" O.C.

(5) Gro Low Sumac

18" Cont.

Sta.  38+27 to 39+3

(72) Vinca

9" O.C.

(1) Musclewood

2.5" B&B

(5) Gro Low Sumac

18" Cont.

(67) 'Blue Clips' Bellflower

10" O.C.

Sta. 40+68 to 41+30

(354) Vinca

9" O.C.

(6) Quaking Aspen

2.5" B&B

(1) Burr Oak

2.5" B&B

Lawn

Lawn

(15) 'Hameln' Dwarf Fountain Grass

18" O.C.

Sta. 53+65 to 54+35

Lawn

(3) Emerald Green Arborvitae

7' B&B

(9) Arctic Fire Redtwig Dogwood

24" Cont.

Sta. 62+83 to 63+42

(1) Red Oak

2.5" B&B

(1) Washington Hawthorne

2.5" B&B

(14) Gold Drop Potentilla

18" Cont.

(55) 'Hidcote' Lavender

15" O.C.

(6) Gro Low Sumac

18" Cont.

(9) Gro Low Sumac

18" Cont.

(26) 'Hameln' Dwarf Fountain Grass

18" O.C.

(1) Skyline Honeylocust

2.5" B&B

Lawn

Sta. 65+25 to 66+31

Lawn

(3) Musclewood

2.5" B&B

(1) Green Mountain Sugar Maple

2.5" B&B

Lawn

Lawn

(10) Arctic Fire Redtwig Dogwood

24" Cont.

(72) Vinca

9" O.C.

(57) 'Pixie Meadowbrite' Coneflower

18" O.C.

(31) 'Pixie Meadowbrite' Coneflower

18" O.C.

(161) Vinca

9" O.C.

Sta. 71+22 to 72+34

Stamped concrete with matching

basket weave pattern

Flower pots with annuals

**See Bumpout Curb Ramp detail by Ruekert-Mielke

Curb ramp detail (typical)

Permeable paver landing

Concrete sidewalk

LawnLawn

Perennials

Street Tree & Landing Detail

(See manufacturer's specifications

for construction detail)
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Kerry Mattingly

3/16/2016

Thiensville

Streetscaping Islands

General Notes

· All boulevard islands to be filled with a mixture of 60% sand, 20% compost and 20% silt loam.

· All boulevard islands to be slightly bermed.

· Berming, trees and any field adjustments to be at the direction of the Landscape Architect.

· Trees along easements between the sidewalk and road to be located by Landscape Architect.

· Strategically located spot lights to be located by Landscape Architect and Director of Public

Works.

· Mulch all planting areas with shredded hardwood bark.  Spread 1 inch deep in flower and

ground cover areas, and 3-4 inches in tree and shrub areas.  Edge of plant bed will be cut

several inches deep with a mechanical edging machine.  Mulch must be maintained to proper

depth over winter.

· Fertilize trees and shrubs with slow release fertilizer packets.

· Prior to any digging, contact Diggers Hotline to locate underground utilities in the work area.

· All landscape construction must conform with local building codes.  Obtaining permits is the

responsibility of the client.

· Landscape contractor to water all plants throughout implementation of the project.  Upon

completion, responsibility for care is the responsibility of the client.

MULCH 4" AVG.

EXISTING SOIL

ROOT FLARE

2"X2" WOOD TREE STAKES

FINISH GRADE

1
4" NYLON ROPE WITH REINFORCED
RUBBER HOSE AROUND ALL POINTS
OF TREE CONTACT

PLANTING SOIL (TAMPED TO
PREVENT SETTLING AND AIR POCKETS)

REMOVE BURLAP FROM TOP
OF BALL AND SCRAPE OFF
SOIL TO EXPOSE ROOT FLARE.
CREATE WATER RETENTION DAM.

MULCH 3" AVG.

IF BURLAPED, CUT OFF
TOP OF BURLAP AND

EXPOSE ROOT CROWN

PLANTING SOIL

FINISH GRADE

EXISTING SOIL

Plant Schedule

Note:  It is the responsibility of the landscape contractor to verify all plant quantities

AutoCAD SHX Text
TREE PLANTING DETAIL

AutoCAD SHX Text
NTS

AutoCAD SHX Text
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